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Motorizedlnsectozoid Kit 



Your RadioShack Motorized Insectazoid Kit is easy and fun 
(for children ages 8 and up) to put together! When you con- 
nect ail the parts, you can learn how the gears and motor 
work together to move the insectazoid. You can also paint 
and decorate the insectazoid any way you like! 

You need a Phillips screwdriver to build your insectazoid, as 
well as two AA batteries (not supplied) for power. 

Hint: To make it easier to thread the screws, we recom- 
mend using a screwdriver with a magnetized head. 

INCUODED PARTS 

Make sure all these parts are included in your kit. 

Wooden Parts 


OWNER'S MANUAL — Please read before using this equipment. 


Part 

Description 




Hind Support Plane 

r< 

0^ 


Fore Support Plane 


Head 


Other Parts 



Part 

Description 


Main Body 


Wing (2) 



Fore Leg (2) 
slightly larger than 
hind leg 

i 


Hind Leg (4) 

% 

Right Pincher 


Left Pincher 


o > 


Fore Chassis (2) 


C 


Hind Chassis (2) 


RadioShack 
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Note: Do not overtighten the pinchers' screws. The pinchers 
should move freely. 
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Screws 

Important Note: Use the 2.6x7 screws to attach the battery 
case to the body and the link rods to the fore leg chassis. The 
2.6x7 screws have a slightly larger head than the 2x7 wood 
screws. Separate and count each type of screw. You should have 
each of the following: 



2.6x7 Wood Screw (4) 
2x7 Wood Screw (10) 

2x14 Wood Screw (24) 

2x12 Wood Screw (1) 
3.5x15 Wood Screw (2) 


OPTIONAIITEM5 

You can use paint, stickers, markers, or other ornamental items 
to decorate your insectazoid. 

Hint: If you want to paint your insectazoid, it is easier to do so 
before you assemble the parts. 

MAKING THE CONNECTIONS 

Before you make any connections, make sure you have all the 
parts (count the screws — there should be 41)1 Place the screws 
in a box or container (with a magnet) so they do not roll off your 
work surface. 

MOUNTING THEPINCHER. GEAR BOX, 
AND POWER SWITCH 



hole should be on the left, 
exactly as shown. Otherwise, 
the other parts will not fit 
properly. 







1. Align the screw hole on the right pincher with the matching 
screw hole on the body. 

2. Drive a 2x14 wood screw into the screw holes to mount the 
right pincher on the body. 

3. Align the screw hole on the left pincher with the matching 
screw hole on the body. 

4. Drive a 2x14 wood screw into the screw holes to mount the 
left pincher on the body. 

5. Place the gear box on the body as shown. 

6. Align the four screw holes on the gear box with the matching 
screw holes on the body. 

7. Drive a 2x7 wood screw into each of the four screw holes to 
mount the gear box on the body. 

8. Align the two screw holes on the body with the two screw 
holes on the power switch, making sure the yellow wire faces 
to the right, as shown. 

9. Drive a 2x7 wood screw into each of the power switch's 
screw holes to mount the power switch beneath the body as 
shown. 

MOUNTING THE FORE IEG5 



Note: The fore legs are slightly larger than the hind legs. 

1. Align the two screw holes on the left fore leg with the 
matching holes on the left fore leg chassis as shown. 

2. Drive a 2x14 wood screw into each of the screw holes to 
mount the left fore leg on the left fore leg chassis. 

3. Align the two screw holes on the right fore leg with the 
matching holes on the right fore leg chassis as shown. 

4. Drive a 2x14 wood screw into each of the screw holes to 
mount the right fore leg on the right fore leg chassis. 
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connecting the left leg assembly 
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MOO/V/TI MG THE HI ND LEGS 






1. Align the screw holes on the left hind legs with the matching 
holes on the left hind leg chassis as shown. 

It is important that the hind chassis are positioned exactly as 
shown in the illustration. 

2. Drive a 2x14 wood screw into each of the screw holes to 
mount the left hind legs on the left hind leg chassis. 

3. Align the screw holes on the right hind legs with the match- 
ing holes on the right hind leg chassis as shown. 

4. Drive a 2x14 wood screw into each of the screw holes to 
mount the right hind legs on the right hind leg chassis. 


Note: Do not overtighten the screws. The left fore leg assembly 
should move freely. 

1. Align the screw holes on the long link rod with the matching 
holes on the left fore and hind leg assemblies. 

2. Drive a 2.6x7 wood screw into the screw hole on the long link 
rod into the matching hole on the left fore leg assembly as 
shown. 

3. Drive a 2x7 wood screw into of the screw hole on the long link 
rod's end and the matching hole on the left fore leg assembly 
as shown. 


conmecting the right 

LEG assembly 


2x7 Screw 2.6x7 Screw 



Note: Do not overtighten the screws. The short link rod should 
move freely. 

1. Align the two screw holes on the long link rod with the 
matching holes on the right hind leg assembly as shown. 

2. Drive a 2x7 wood screw into the small screw hole on the long 
link rod to mount the long link rod on the right hind leg 
assembly. 

3. Align the screw holes on the short link and long link rods with 
the matching hole on the right fore leg assembly. 

4. Drive a 2.6x7 wood screw into the screw holes to mount the 
short link rod and long link rod on the right fore leg assembly. 


I/N/5TALU/MG THE LEG ASSEMBLY 



Note: Do not overtighten the screws. The hind leg assemblies 
should move freely. 

1. Place the left leg assembly on the left side of the body as 
shown. 

2. Align the screw hole on left gear shaft bracket with the 
larger screw hole on the left hind leg chassis. 

3. Drive a 3.5x15 wood screw into the left hind leg and long link 
rod to mount the left leg assembly to the left gear shaft 
bracket as shown. 
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4. Align the screw hole on the left fore leg chassis with the 
matching hole on the body's front left edge, then drive a 
2x14 wood screw into the holes to attach the left fore leg 
chassis to the body. 

5. Align the screw hole on right gear shaft bracket with the 
larger screw hole on the right hind leg chassis. 

6. Drive a 3.5x15 wood screw into the right hind leg and long link 
rod to mount the right leg assembly to the right gear shaft 
bracket as shown. 

7. Align the screw hole on the right fore leg chassis with the 
matching hole on the body's front right edge, then drive a 
2x14 wood screw into the holes to attach the right fore leg 
chassis to the body. 

Attaching the Short Link Rod 



Note: Do not overtighten the screws. The fore leg assembly 
should move freely. 

1. Align the screw hole on the short link rod with the matching 
hole on the right pincher edge. 

2. Drive the 2x12 wood screw into the screw hole to attach the 
short link rod to the right pinchers edge. 

MOO/N/riNG THE MOTOR AND 

motorbracket 


Black Wire 





2. Drive a 2x7 wood screw halfway into the motor bracket's two 
holes to mount it on the body. Do not tighten the screws until 
you mount the motor in Step 4. 


3. Place the motor pad-side down on the body and slide it under 
the motor bracket so the motor's shaft goes through the 
hole in the gear box. The gear on the motor's shaft should 
connect with the gear in the gear box. 


It is important that the motor is flush with the gear box and 
that the motor's shaft connects with the gear in the gear 
box. This connection will drive the gears and make the insec- 
tazoid move. 

4. Finish driving in the motor bracket's screws to secure the 
motor to the body. 

5. Thread the motor's yellow wire through the larger wire hole 
on the body as shown. 


MOUNTING THE FORE SUPPORT PLANE 


2x14 Screws 



1. Align the two screw holes on the fore support plane with the 
matching holes on the head. 

2. Drive two 2x14 wood screws into the screw holes to mount 
the fore support plane on the head. 
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1. Align the two screw holes on the motor bracket with their 
matching holes on the body as shown. 
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MOO/V/TING THE FORE AND HIND 
SUPPORT PLANES 


connecting the motor, power 

SWITCH, AND battery CASE 





1. Align the screw holes under the fore support plane assembly 
with the matching screw holes on the body. 

2. Drive two 2x14 wood screws from under the body into each 
of the screw holes to mount the fore support plane assembly 
on the body. 

3. Align the screw holes under the hind support plane with the 
matching screw holes on the body. 

4. Drive two 2x14 wood screws from under the body into each 
of the screw holes to mount the hind support plane on the 
body. 

MOUNTING THE BATTERY CASE 


2.6x7 Screws 



1. Align the two screw holes on the battery case with the 
matching screw holes on the body. 

2. Drive two 2.6x7 wood screws into the screw holes to mount 
the battery case underneath the body. 

3. Insert the battery case's black wire into the wire hole on the 
body as shown. 



1. Slide a PVC tube over the motor's yellow wire. 

2. Twist the ends of the motor's yellow wire and the power 
switch's yellow wire together so they are securely connected, 
then push the PVC tube down to cover the twisted wires' 
ends. 

3. Slide a PVC tube over the battery case's red wire. 

4. Twist the ends of the battery case's red wire and the power 
switch's red wire together, then push the PVC tube down to 
cover the twisted wires' ends. 

5. Slide a PVC tube over the battery case's black wire. 

6. Twist the ends of the battery case's black wire and the 
motor's black wire together, then push the PVC tube down to 
cover the twisted wires' ends. 

MOUNTING THE WING5 


2x14 Screws 



1. Align the screw hole on the left wing with the matching hole 
on the fore support plane. 

2. Drive a 2x14 wood screw into the screw hole to mount the 
left wing on the fore support plane. 

3. Do the same to mount the right wing. 

IN5TALUNG BATTERIES 

Your insectazoid requires two AA batteries (not supplied) for 
power. For the best performance and longest life, we recommend 
RadioShack alkaline batteries. 
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Cautions: 




Use only fresh batteries of the required size and recom- 
mended type. 

Do not mix old and new batteries, different types of batter- 
ies (standard, alkaline, or rechargeable), or rechargeable 
batteries of different capacities. 



Make sure the the power switch is set to off (toward the right 
leg assembly). Then place the batteries in the battery case ac- 
cording to the polarity symbols (+ and -) marked inside the bat- 
tery case. 

When the power seems weak or the insectazoid stops operating 
properly, replace the batteries. 

Warning: Dispose of old batteries promptly and properly. Do not 
burn or bury them. 


Caution: If you do not plan to use the insectazoid for a week or 
longer, remove the batteries. Batteries can leak chemicals that 
can destroy electronic parts. 

OPERATION 

Warning: Do not place fingers or other objects inside the insec- 
tazoid's body. 

1. Place the insectazoid on a wide, flat surface. 

2. Slide the power switch left to turn on the power. The insec- 
tazoid motor rotates the gears, and the insectazoid moves. 
Watch the gears move as the insectazoid walks. 

3. To stop the insectazoid, lift it off of the ground and slide 
the power switch off. 

CARE 

To enjoy your RadioShack Insectazoid for a long time; 

• Keep the insectazoid dry. If it gets wet, wipe it dry immedi- 
ately. 

• Use and store the insectazoid only in normal temperature 
environments. 

• Handle the insectazoid gently and carefully. Do not drop it. 

• Keep the insectazoid away from dust and dirt. 

• Wipe the insectazoid with a damp cloth occasionally to keep 
it looking new. 

Modifying or tampering with the insectazoid's internal compo- 
nents can cause a malfunction and might invalidate its warranty. 
If your insectazoid is not performing as it should, take it to your 
local RadioShack store for assistance. 




Limited Ninety-Day Warranty 

This product is warranted by RadioShack against manufacturing defects in material and workmanship under normal use for ninety (90) days from the date of purchase from Ra- 
dioShack company-owned stores and authorized RadioShack franchisees and dealers. EXCEPT AS PROVIDED HEREIN, RadioShack MAKES NO EXPRESS WARRANTIES 
AND ANY IMPLIED WARRANTIES, INCLUDING THOSE OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, ARE LIMITED IN DURATION TO THE DU- 
RATION OF THE WRITTEN LIMITED WARRANTIES CONTAINED HEREIN. EXCEPT AS PROVIDED HEREIN, RadioShack SHALL HAVE NO LIABILITY OR RESPONSIBILITY 
TO CUSTOMER OR ANY OTHER PERSON OR ENTITY WITH RESPECT TO ANY LIABILITY, LOSS OR DAMAGE CAUSED DIRECTLY OR INDIRECTLY BY USE OR PER- 
FORMANCE OF THE PRODUCT OR ARISING OUT OF ANY BREACH OF THIS WARRANTY, INCLUDING, BUT NOT LIMITED TO, ANY DAMAGES RESULTING FROM IN- 
CONVENIENCE, LOSS OF TIME, DATA, PROPERTY, REVENUE, OR PROFIT OR ANY INDIRECT, SPECIAL, INCIDENTAL, OR CONSEQUENTIAL DAMAGES, EVEN IF 
RadioShack HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES. 

Some states do not allow limitations on how long an implied warranty lasts or the exclusion or limitation of incidental or consequential damages, so the above limitations or exclu- 
sions may not apply to you. 

In the event of a product defect during the warranty period, take the product and the RadioShack sales receipt as proof of purchase date to any RadioShack store. RadioShack will, 
at its option, unless othen/vise provided by law: (a) correct the defect by product repair without charge for parts and labor; (b) replace the product with one of the same or similar de- 
sign; or (c) refund the purchase price. All replaced parts and products, and products on which a refund is made, become the property of RadioShack. New or reconditioned parts 
and products may be used in the performance of warranty service. Repaired or replaced parts and products are warranted for the remainder of the original warranty period. You will 
be charged for repair or replacement of the product made after the expiration of the warranty period. 

This warranty does not cover: (a) damage or failure caused by or attributable to acts of God, abuse, accident, misuse, improper or abnormal usage, failure to follow instructions, im- 
proper installation or maintenance, alteration, lightning or other incidence of excess voltage or current; (b) any repairs other than those provided by a RadioShack Authorized Ser- 
vice Facility; (c) consumables such as fuses or batteries; (d) cosmetic damage; (e) transportation, shipping or insurance costs; or (f) costs of product removal, installation, set-up 
service adjustment or reinstallation. 

This warranty gives you specific legal rights, and you may also have other rights which vary from state to state. 

RadioShack Customer Relations, 200 Taylor Street, 6th Floor, Fort Worth, TX 76102 

We Service What We Sell 12/99 
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